
EP27 SERIES ENERGY STORAGE SYSTEMS

These compact outdoor rated systems occupy a 10? x 8? footprint that make them easy to site and they are well suited 
for smaller grid tied projects.  

10' Container Lineup

SYSTEM DATA L3077 L30144 L60288 L90231 L90432 L120432 L150385 L180462
Nominal AC Voltage ? 3 Phase* 480V60Hz

Nominal Continuous Power Rating 
(kW AC)*

30 30 60 90 90 120 150 180

Peak Power (kW AC, 1 min) 36 36 72 108 108 144 180 216

Useable Battery Capacity (kWh DC) 77.4 143.8 287.5 231 432 308 385 462

Duration of Discharge (Hours)* 2 5 5 2 5 2 2 2

Nominal Battery Voltage (Vdc) 358.4 665.6 665.6 358.4 665.6 358.4 358.4 307.2

System Round-Trip Efficiency (RTE%) 90% 93% 93% 90% 93% 90% 90% 90%

Dimension 
(D x W x H, mm) /  (D x W x H, in.)

2440 x 3050 x 2360 /  96 x 120 x 93

Weight (lbs) 11986 13295 16430 15638 19565 17486 19312 21660

Weight (kg) 5448 6043 7468 7108 8893 7948 8778 9618

Operating Temperature
(>45°C operation will reduce cell life)

Charging: 0 - 55°C  (32° - 131°F)
Discharging: -20° - 55°C  (-4° - 131°F)

Standard Warranty Length 5 year standard, 10 year extended

Certification UN38.3, UL9540A (cell) |  UL 1973, UL 1741-SA, UL 9540 pending Q2 2021 

Enclosure Rating IP14/NEMA 3R

HVAC Included ? Wall Mount Type

Isolation Transformer -

Fire Suppression Optional Smoke Detection (linked to adjacent facility fire alarm system)

Cycle Life 6000-100% DOD, 25°C, 70% EOL

Operation Mode On/Off Grid

Communication Interface /  Standard Modbus TCP per Sunspec MESA

EMS Software & Control Included. Cloud-based monitoring
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