
SYSTEM DATA L50165 L100165 L100330 L150165 L150330 L150495 L250330 L250495

Nominal AC Voltage ? 3 Phase* 480V60Hz

Nominal Continuous Power Rating 
(kW AC)*

50 100 100 150 150 150 250 250

Peak Power (kW AC, 1 min) 60 120 120 180 180 180 300 300

Useable Battery Capacity (kWh DC) 165 165 330 165 330 495 330 495

Duration of Discharge (Hours)* 3 1 3 1 2 3 1 2

Nominal Battery Voltage (Vdc) 768 768 768 768 768 768 768 768

System Round-Trip Efficiency (RTE%) 88% 86% 88% 86% 88% 88% 86% 88%

Dimension 
(D x W x H, mm) /  (D x W x H, in.)

2440 x 3050 x 2360 /  96 x 120 x 93

Weight (lbs) 15022 15528 19246 15748 19466 23184 20412 24130

Weight (kg) 6828 7058 8748 7158 8848 10538 9278 10968

Operating Temperature
(>45°C operation will reduce cell life)

Charging: 0 - 55°C  (32° - 131°F)
Discharging: -20° - 55°C  (-4° - 131°F)

Standard Warranty Length 5 year standard, 10 year extended

Certification UN38.3, UL9540A (cell) |  UL 1973, UL 1741-SA, UL 9540 pending Q2 2021 

Enclosure Rating IP14/NEMA 3R

HVAC Included ? Wall Mount Type

Isolation Transformer -

Fire Suppression Optional Smoke Detection (linked to adjacent facility fire alarm system)

Cycle Life 6000-100% DOD, 25°C, 70% EOL

Operation Mode On/Off Grid

Communication Interface /  Standard Modbus TCP per Sunspec MESA

EMS Software & Control Included. Cloud-based monitoring

Power Plus+ 10? outdoor rated containers feature a compact footprint but with greater power capability making them 
well suited for off-grid projects or other use cases where higher power black start capability is needed.  
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