
SYSTEM DATA L250550 L2501100 L2501300 L500500 L500800 L5001100 L5001300

Nominal AC Voltage ? 3 Phase* 480V60Hz

Nominal Continuous Power Rating 
(kW AC)*

250 250 250 500 500 500 500

Peak Power (kW AC, 1 min) 300 300 300 600 600 600 600

Useable Battery Capacity (kWh DC) 575.1 1150.2 1327.1 575.1 862.6 1150.2 1327.1

Duration of Discharge (Hours)* 2 4 5 1 1 2 2

Nominal Battery Voltage (Vdc) 665.6 665.6 768 665.6 665.6 665.6 768

System Round-Trip Efficiency (RTE%) 90% 93% 93% 88% 88% 90% 90%

Dimension 
(D x W x H, mm) /  (D x W x H, in.)

2350 x 5890 x 2360 /  96 x 240 x 93

Weight (lbs) 33689 44557 47901 33689 39123 44557 47901

Weight (kg) 15313 20253 21773 15313 17783 20253 21773

Operating Temperature
(>45°C operation will reduce cell life)

Charging: 0 - 55°C  (32° - 131°F)
Discharging: -20° - 55°C  (-4° - 131°F)

Standard Warranty Length 5 year standard, 10 year extended

Certification UN38.3, UL9540A (cell) |  UL 1973, UL 1741-SA, UL 9540 pending Q2 2021 

Enclosure Rating IP14/NEMA 3R

HVAC Included ? Wall Mount Type

Isolation Transformer Included

Fire Suppression Included ? Aerosol, Clean Agent or Water Based

Cycle Life 6000-100% DOD, 25°C, 70% EOL

Operation Mode On/Off Grid

Communication Interface /  Standard Modbus TCP per Sunspec MESA

EMS Software & Control Included. Cloud-based monitoring
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The Energport S Series lineup of 20? outdoor rated containers are well suited to projects requiring higher energy and 
power capabilities and feature an integrated fire suppression system.  
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